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Dimmer Compatibility List

LED Vapor TIght Strip (C-Series) 

DIMMER BRAND MODEL # LOAD
VTC VAPOR TIGHT*

45W 90W 

Lutron NTSTV-DV 8A 1-15 1-7

Lutron NFTV 5A 1-9 1-4

Lutron DVTV 16A (Requires Power Pack PP-DV) 1-29 1-15

Lutron DVSCTV 16A (Requires Power Pack PP-DV) 1-29 1-15

Lutron DVSTV 8A 1-15 1-7

Lutron DVSCSTV 8A 1-15 1-7

Lutron MS - Z101 8A 1-15 1-7

Lutron MS - Z101 - V 8A 1-15 1-7

Lutron RMJ-5T-DV-B 5A 1-9 1-4

Lutron RMJS-8T-DV-B 8A 1-15 1-7

Lutron FCJS-010 1A or 6mA of 0-10V 1 1

Leviton DS710-10Z 1200VA@120V, 1500VA@277V 1-18 1-9

Leviton IP710-DLX 1200VA@120V, 1500VA@277V 1-18 1-9

Leviton IP710-DLZ 1200VA@120V, 1500VA@277V 1-18 1-9

Leviton IP710-LFZ 1200VA@120V, 1500VA@277V 1-18 1-9

Leviton AWRMG-7DW 1920W@120V, 4432W@277V 1-29 1-15

Leviton AWSMT-7DW 1920W@120V, 4432W@277V 1-29 1-15

Leviton AWSMG-7DW 1920W@120V, 4432W@277V 1-29 1-15

Eaton ( Cooperindustries, Cooper Wiring Devices ) DF10P 1200W@120V, 1660W@277V 1-18 1-9

Eaton ( Cooperindustries, Cooper Wiring Devices ) SF10P 1200W@120V, 1660W@277V 1-18 1-9

Legrand ( Pass & Seymour ) H4FBL3PTW 10A@120V, 5A@277V 1-18 1-9

Legrand ( Pass & Seymour ) WS4FBL3PTC 10A@120V, 5A@277V 1-18 1-9

Legrand ( Pass & Seymour ) WS4FBL3PW 10A@120V, 5A@277V 1-18 1-9

Philips Lighting Controls SR1200ZTUNV 1200VA@120V, 1500VA@277V 1-18 1-9
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(Minimum number of lamps per dimmer - maximum number of lamps per dimmer)

* LITETRONICS tests up to 3 lamps per dimmer;   
maximum number of lamps calculated on the basis of capacity of dimmer.
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1,Features & Benefits:
1),High output lumen efficiency, up to 130lm/W
2),Perfect replacement for the whole set of T8 fluorescent 
luminaire 
3),Input: AC120-277V, 120-347V, 347-480V is also available
4),IP66 rated
5),5 years warranty

2, Certificates:
ETL,cETL,DLC 5.1 Standard

3, Common Applications:
*Garages and Basements
*Workshops and Work Areas
*Utility and Recreation Rooms
*Car Wash Lighting
*Gas Station Lighting
*Walkway Lights
*Commercial Laundromat Lighting Fixtures
*Commercial Kitchen Lighting
*Food Processing Plants
*Damp or Wet Locations
*Other Locations That Require Shatterproof Lighting

Image Product Size
(inch) LED Model Number Color 

Temp Power Dimmable Input 
Voltage

Lm/
W Lumen Unit Price 

(USD/pc)

Classical Waterproof fixture, ETL+DLC 5.1 standard, NSF, IP66, 3CCT & 4Watt selectable MOQ 1000pcs

25.59 
*3.93*3.34" R5-2VTM25WD-4P3C

3500K/ 
4000K/ 
5000K  

3CCT in one

25W/ 
20W/ 
17W/ 
15W

0-10V Dimming AC120 -277V 130 3250    
max 19.90

46.65 
*3.93*3.34" R5-4VTM35WD-4P3C 3500K/ 

4000K/ 
5000K  

3CCT in one

35w/ 
30w/   
27w/     
24W      

0-10V Dimming AC120 -277V 130 4550  
max 25.69

46.65 
*3.93*3.34" R5-4VTM46WD-4P3C

46w/  
40w/   
35w/  
30W

0-10V Dimming AC120 -277V 130 5980  
max 27.57

92.91 
*3.93*3.34" R5-8VTM90WD-4P3C

3500K/ 
4000K/ 
5000K  

3CCT in one

90w/  
75w/   
65w/  
55W

0-10V Dimming AC120 -277V 130 11700 
max 69.91


